
V   a   c   u   u   m        I   n   s   t   r   u   m   e   n   t   s           
www.thyracont-vacuum.com

n Each sensor is provided with individual temperature compensation that is applied using a specially 

developed 4 point calibration method. These calibrations are traceable to national DAkkS standards 

for maximum measuring precision. The gauges are generally delivered without a calibration 

certificate. 

n A works calibration by Thyracont with a 4-page documentation can be ordered with new gauges as a 

service (ADJCERT, DCERT, ADJCERTHV, DCERTHV). We can also offer a DAkkS calibration by a third 

party institute  (DKDCERT, DKDCERTHV).

n Depending on the application, we suggest to have your gauges calibrated in annual intervals. 

Article numbers

n ADJCERT Works calibration, 4 ref. points per pressure decade, 1000 - 1e-4 mbar

ADJCERTHV Works calibration, 4 ref. per pressure decade, 1000 - 1e-5 mbar

n DCERT as ADJCERT, digital version

DCERTHV as ADJCERTHV, digital version

n DKDCERT DAkkS calibration, 1000 - 1e-4 mbar

DKDCERTHV DAkkS calibration, 1000 - 1e-6 mbar

Thyracont calibrates external vacuum gauges from other brands. For further information simply 

contact us.

Calibrations

Calibration

Works calibration by Thyracont 

n Die fertigen Geräte werden nach einer speziell entwickelten 4-Punkt-Kalibriermethode individuell 

temperaturkompensiert und für höchste Messpräzision mit Hilfe DAkkS-kalibrierter Normale justiert, 

kalibriert und endgetestet. Die Geräte werden standardmäßig ohne Kalibrierzertifikat geliefert.

n Eine Werkskalibrierung durch Thyracont mit vierseitiger Dokumentation kann zusätzlich zu 

Neugeräten oder als Wartungsservice geordert werden (ADJCERT, DCERT, ADJCERTHV, DCERTHV).  

Eine DAkkS-Kalibrierung durch ein unabhängiges Institut können wir ebenfalls anbieten (DKDCERT, 

DKDCERTHV).

n Je nach Anwendung empfehlen wir, Ihre Messröhren jährlich kalibrieren zu lassen.

Artikelnummern

n ADJCERT Werkskalibrierung, 4 Referenzpunkte / Druckdekade, 1000 - 1e-4 mbar

ADJCERTHV Werkskalibrierung, 4 Referenzpunkte / Druckdekade, 1000 - 1e-5 mbar

n DCERT wie ADJCERT, in digitaler Form

DCERTHV wie ADJCERTHV, in digitaler Form

n DKDCERT DAkkS-Kalibrierung, 1000 - 1e-4 mbar

DKDCERTHV DAkkS-Kalibrierung, 1000 - 1e-6 mbar

Thyracont kalibriert auch Vakuummessgeräte von anderen Herstellern. Für weitere Informationen, 

kontaktieren Sie uns.

Kalibrierungen

Kalibrierung

Werkskalibrierung durch Thyracont
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